Table 2. U.S. Inputs and Production by PAD District
(Thousand Barrels per Day, Except Where Noted)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product Raglon 212213 21513 |Difference | 224112 | Pereent | ppg5iqq | Percent | opoon3 | 2ra2 | Pereent
Change Change Change
Refiner Inputs and Utilization
Crude Oil Inputs .. 14,511 14,176 335 14,607 -0.7 13,798 5.2 14,357 14,653 -2.0
East Coast (PADD 1) 886 834 52 928 -4.5 930 -4.7 929 917 1.3
Midwest (PADD 2) ... 3,475 3,362 113 3,485 -0.3 3,275 6.1 3,371 3,473 -3.0
Gulf Coast (PADD 3) ... 7,171 7,071 100 7,350 24 6,770 5.9 7,195 7,351 -2.1
Rocky Mountain (PADD 4) . 572 591 -19 563 1.7 554 3.3 573 569 0.7
West Coast (PADD 5) . 2,407 2,318 89 2,282 55 2,269 6.1 2,290 2,343 2.2
Gross Inputs ............... 14,803 14,422 381 14,826 -0.2 14,241 3.9 14,617 14,891 -1.8
East Coast (PADD 1) 968 935 33 944 26 912 6.2 987 925 6.7
Midwest (PADD 2) ... 3,408 3,295 113 3,504 -2.7 3,302 3.2 3,305 3,488 -5.2
Gulf Coast (PADD 3) ... 7,322 7,140 182 7,392 -0.9 6,989 4.8 7,327 7,448 -1.6
Rocky Mountain (PADD 4) . 574 591 -17 566 1.5 558 3.0 576 572 0.6
West Coast (PADD 5) . 2,529 2,460 69 2,420 4.5 2,480 2.0 2,422 2,458 -1.4
Operable Capacity1 17,405 17,405 0 17,730 -1.8 17,594 -1.1 17,404 17,730 -1.8
East Coast (PADD 1) 1,293 1,293 0 1,618 -20.1 1,397 74 1,293 1,618 -20.1
Midwest (PADD 2) ... 3,723 3,723 0 3,721 0.1 3,728 -0.1 3,723 3,721 0.1
Gulf Coast (PADD 3) ... 8,731 8,731 0 8,640 1.1 8,626 1.2 8,730 8,640 1.0
Rocky Mountain (PADD 4) . 625 625 0 624 0.2 623 0.3 625 624 0.1
West Coast (PADD 5) . 3,032 3,032 0 3,128 -3.1 3,219 -5.8 3,032 3,128 -3.1
Percent Utilization? .... 85.1 82.9 2.2 83.6 —-— 80.9 -— 84.0 84.0 —-—
East Coast (PADD 1) 74.9 723 26 58.3 -— 65.3 —-= 76.3 57.1 -—
Midwest (PADD 2) ... 91.6 88.5 3.0 94.2 -— 88.6 - 88.8 93.7 -—
Gulf Coast (PADD 3) ... 83.9 81.8 21 85.6 —-— 81.0 - 83.9 86.2 -=
Rocky Mountain (PADD 4) . 91.9 94.6 -2.7 90.7 -— 89.6 - 921 91.7 -—
West Coast (PADD 5) 83.4 81.1 2.3 774 - 77.0 -—= 79.9 78.6 -
Refiner and Blender Net Production
Finished Motor Gasoline3 ..................cccccocoveu..... 9,211 8,936 275 8,850 4.1 9,226 -0.2 8,951 8,810 1.6
Finished Motor Gasoline (less Adjustment)* 8,947 8,647 300 8,784 1.9 9,104 -1.7 8,767 8,643 1.4
East Coast (PADD 1) .... . 2,718 2,731 -12 2,791 -2.6 2,920 -6.9 2,732 2,760 -1.0
Midwest (PADD 2) ..... 2,162 2,093 69 2,150 0.6 2,261 -4.4 2,094 2,158 -2.9
Gulf Coast (PADD 3) .. 2,194 2,012 182 1,954 12.3 2,049 71 2,139 1,896 12.8
Rocky Mountain (PADD 4) 302 315 -13 297 1.7 308 -1.9 306 299 2.5
West Coast (PADD 5) ... 1,570 1,496 74 1,591 -1.3 1,565 0.3 1,496 1,531 -2.3
Reformulated? ... 2,926 2,867 59 2,998 24 3,048 -4.0 2,894 2,970 -2.5
Conventional4 . 6,021 5,780 240 5,786 4.1 6,056 -0.6 5,873 5,674 35
Adjustment5 264 289 -25 66 -— 122 -— 184 167 -=
Kerosene-Type Jet Fue 1,396 1,443 -47 1,414 -1.3 1,344 3.9 1,417 1,406 0.8
East Coast (PADD 1) .. 73 70 8 62 19.1 92 -20.7 76 45 66.2
Midwest (PADD 2) .. 240 21 28 235 1.9 208 15.5 221 223 -0.8
Gulf Coast (PADD 3) ... 693 746 -53 718 -3.5 607 141 718 696 3.2
Rocky Mountain (PADD 20 20 1 21 -4.1 32 -37.4 22 22 -0.5
West Coast (PADD 5) ... 370 396 -25 378 -2.2 404 -8.3 381 419 -9.2
Distillate Fuel Oil ........... 4,484 4,272 212 4,284 4.7 4,106 9.2 4,396 4,366 0.7
East Coast (PADD 1) .. 320 323 -3 376 -14.9 322 -0.7 340 314 8.2
Midwest (PADD 2) .. 1,010 1,016 -5 1,038 -2.6 987 24 998 1,037 -3.8
Gulf Coast (PADD 3) ... 2,391 2,277 114 2,314 3.3 2,084 14.7 2,352 2,342 0.4
Rocky Mountain (PADD 4) 193 200 -8 184 4.4 162 18.8 193 199 -3.0
West Coast (PADD 5) . 570 457 113 372 53.4 551 3.5 513 473 8.4
15 ppm sulfur and Under . 4,026 3,910 116 3,588 12.2 3,597 11.9 3,993 3,739 6.8
> 15 ppm to 500 ppm sulfur 90 25 64 172 -47.8 188 -52.3 55 208 -73.7
> 500 ppm sulfur .... 368 337 31 524 -29.8 320 14.9 349 419 -16.8
Residual Fuel Oil . 525 459 66 556 -5.6 587 -10.5 456 543 -16.1
East Coast (PA ) . 30 39 -9 48 -36.7 45 -32.7 37 46 -19.5
Midwest (PADD 2) .. 57 41 17 40 44.2 58 -2.0 41 44 -7.9
Gulf Coast (PADD 3) ... 285 239 46 314 -9.3 325 -12.2 245 296 -17.1
Rocky Mountain (PADD 4) 12 12 -1 13 -11.8 9 34.4 12 14 -16.0
West Coast (PADD 5) .... 141 128 13 141 -0.4 150 -6.2 122 144 -15.4
Propane/Propylene® ... 1,322 1,316 6 1,173 12.7 1,012 30.6 1,281 1,182 8.4
East Coast (PADD 1) .. 76 71 4 83 -9.1 42 78.0 72 69 5.1
Midwest (PADD 2) .. 297 287 9 256 16.1 248 19.6 277 266 4.2
Gulf Coast (PADD 3) 785 792 -7 711 10.3 665 18.0 777 722 7.6
PADDs 4 and 5 164 166 -1 123 33.9 56 195.0 156 126 23.9
Ethanol Plant Production

Fuel Ethanol 812 797 15 896 -9.4 882 -8.0 793 917 -13.5
East Coast (PADD 1) .. W w W W W w w W w W
Midwest (PADD 2) .. 768 753 15 834 -7.9 838 -8.3 749 851 -11.9
Gulf Coast (PADD 3) ... w W w w w w W w w w
Rocky Mountain (PADD 4) w w w w w w w w w w
West Coast (PADD 5) w w w w w w w w w w

= Not Applicable.

~ = Data Not Available.
V¥ = Data Withheld.

2

Based on the latest reported monthly operable capacity.

Calculated as gross inputs divided by the latest reported monthly operable capacity. See Glossary. Percentages are calculated using unrounded numbers.
Finished motor gasoline production and product supplied include a weekly adjustment applied only to the U.S. total to correct for the imbalance created by blending of fuel ethanol

3

and motor gasoline blending components. From 1993 to June 4, 2010, this adjustment was estimated from the latest monthly data and allocated to formulation and PAD District

production data.

4 Excludes adjustments for fuel ethanol and motor gasoline blending components. Historical data prior to June 4, 2010 includes the adjustment allocated by PAD District and

formulation.

5 Adjustment to correct for the imbalance created by the blending of fuel ethanol and motor gasoline blending components. For details see Appendix B.
8 Includes propane/propylene production from natural gas plants.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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